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30 CFR Ch. II (7–1–11 Edition) § 250.920 

ability to withstand any anticipated 
environmental conditions, and any re-
mediation plans. Under §§ 250.900(b)(3) 
and 250.905, you must obtain approval 
from MMS before you make major re-
pairs of any damage unless you meet 
the requirements of § 250.900(c). 

[73 FR 64547, Oct. 30, 2008] 

§ 250.920 What are the MMS require-
ments for assessment of fixed plat-
forms? 

(a) You must document all wells, 
equipment, and pipelines supported by 
the platform if you intend to use either 
the A–2 or A–3 assessment category. 
Assessment categories are defined in 
API RP 2A–WSD, Section 17.3. If MMS 
objects to the assessment category you 
used for your assessment, you may 
need to redesign and/or modify the 
platform to adequately demonstrate 
that the platform is able to withstand 
the environmental loadings for the ap-
propriate assessment category. 

(b) You must perform an analysis 
check when your platform will have ad-
ditional personnel, additional topside 
facilities, increased environmental or 
operational loading, or inadequate 
deck height your platform suffered sig-
nificant damage (e.g., experienced dam-
age to primary structural members or 
conductor guide trays or global struc-
tural integrity is adversely affected); 
or the exposure category changes to a 
more restrictive level (see Sections 
17.2.1 through 17.2.5 of API RP 2A–WSD 
for a description of assessment 
initiators). 

(c) You must initiate mitigation ac-
tions for platforms that do not pass the 
assessment process of API RP 2A–WSD. 
You must submit applications for your 
mitigation actions (e.g., repair, modi-
fication, decommissioning) to the Re-
gional Supervisor for approval before 
you conduct the work. 

(d) The MMS may require you to con-
duct a platform design basis check 
when the reduced environmental load-
ing criteria contained in API RP 2A– 
WSD Section 17.6 are not applicable. 

(e) By November 1, 2009, you must 
submit a complete list of all the plat-
forms you operate, together with all 
the appropriate data to support the as-
sessment category you assign to each 
platform and the platform assessment 

initiators (as defined in API RP 2A– 
WSD) to the Regional Supervisor. You 
must submit subsequent complete lists 
and the appropriate data to support the 
consequence-of-failure category every 5 
years thereafter, or as directed by the 
Regional Supervisor. 

(f) The use of Section 17, Assessment 
of Existing Platforms, of API RP 2A– 
WSD is limited to existing fixed struc-
tures that are serving their original ap-
proved purpose. You must obtain ap-
proval from the Regional Supervisor 
for any change in purpose of the plat-
form, following the provisions of API 
RP 2A–WSD, Section 15, Re-use. 

[73 FR 64548, Oct. 30, 2008] 

§ 250.921 How do I analyze my plat-
form for cumulative fatigue? 

(a) If you are required to analyze cu-
mulative fatigue on your platform be-
cause of the results of an inspection or 
platform assessment, you must ensure 
that the safety factors for critical ele-
ments listed in § 250.908 are met or ex-
ceeded. 

(b) If the calculated life of a joint or 
member does not meet the criteria of 
§ 250.908, you must either mitigate the 
load, strengthen the joint or member, 
or develop an increased inspection 
process. 

Subpart J—Pipelines and Pipeline 
Rights-of-Way 

§ 250.1000 General requirements. 
(a) Pipelines and associated valves, 

flanges, and fittings shall be designed, 
installed, operated, maintained, and 
abandoned to provide safe and pollu-
tion-free transportation of fluids in a 
manner which does not unduly inter-
fere with other uses in the Outer Conti-
nental Shelf (OCS). 

(b) An application must be accom-
panied by payment of the service fee 
listed in § 250.125 and submitted to the 
Regional Supervisor and approval ob-
tained before: 

(1) Installation, modification, or 
abandonment of a lease term pipeline; 

(2) Installation or modification of a 
right-of-way (other than lease term) 
pipeline; or 

(3) Modification or relinquishment of 
a pipeline right-of way. 
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